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Weldotherm annealing and preheating elements are extremely robust 
and stable multipurpose heating elements.  
 
The high quality of the aluminium oxide ceramic (96%) used and the 
heating wire materials (NiCr 80/20) has been proven in years of use on 
the toughest job sites. 
 
The application limit is max. 1050°C. The application range includes 
circumferential welds, flange welds, connecting piece welds or area 
heating. 
 
The connected load is 30VAC / 45A / 1.35kW. All heating elements 
are offered standard-wise including „DINSE“ plugs. The 
„CAMLOCK“ system is available on request.  
       

Technical data 
 

Order No. Dimensions ( W x H ) 
  in mm Ceramic beads 

200100 52 x 525 2 x 25 
200101 52 x 545 2 x 26 
200102 52 x 565 2 x 27 
200103 75 x 360 3 x 17 
200104 75 x 380 3 x 18 
200105 100 x 235 4 x 11 
200106 100 x 255 4 x 12 
200107 100 x 275 4 x 13 
200108 100 x 295 4 x 14 
200109 125 x 195 5 x 9 
200110 125 x 215 5 x 10 
200111 125 x 235 5 x 11 
200112 150 x 150 6 x 7 
200113 150 x 175 6 x 8 
200114 150 x 195 6 x 9 
200115 175 x 125 7 x 6 
200116 175 x 150 7 x 7 
200117 175 x 175 7 x 8 
200118 200 x 105 8 x 5 
200119 200 x 125 8 x 6 
200120 200 x 150 8 x 7 
200121 225 x 105 9 x 5 
200122 225 x 125 9 x 6 
200123 255 x 85 10 x 4 
200124 255 x 105 10 x 5 
200125 280 x 85 11 x 4 
200126 280 x 105 11 x 5 
200127 305 x 85 12 x 4 
200128 330 x 85 13 x 4 
200129 355 x 85 14 x 4 
200130 380 x 65 15 x 3 
200131 405 x 65 16 x 3 
200132 430 x 65 17 x 3 
200133 455 x 65 18 x 3 
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