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Technical Data 
 

Order No. Item Application 
103202 Compensating cable 2x0,75mm², plug Type K -

insulating luster terminal, length 15m 
Inverter WR 10,5, Induction heat treatment unit VAI 

103203 Compensating cable 2x0,75mm², plug-socket type 
K, length 5m 

Inverter WR 10,5, Induction heat treatment unit VAI 

150300 Compensating cable 2x0,75mm², plug Type K -
insulating luster terminal, length 25m 

Heat treatment unit STE und VAS 

150301 Compensating cable 2x0,75mm², plug-socket type 
K, length 25m 

Heat treatment unit STE und VAS 

150400 Control bridge cable, 2x0,75mm², length 1m Heat treatment unit VAS 
490005 Compensating cable 2x0,75mm², length 100m General  

 
 
 

Specification 
Type KCA Permissible temperature range according DIN 43722 

Identification as compensating cable according DIN 60584-3 
Corresponding thermo couple wire according  DIN 60584-1 

Permissible deviation according DIN 60584-2, Class 2, about ±100 µV (±2,5 °C), based on a measured temperature 
of max. 900°C 

Permissible temperature range  according DIN EN 43722, 0…150°C 
 

Insulation color: 
 

according DIN EN 60584-3  
green = (+) positive conductor 
white = (-) negative conductor 
green = coat  

Insulation material PVC 
Coat material Oval/PVC 
Cross section 0,75mm² 
Insulation operating 
temperature: 

-20° bis +90°C 

Voltage 48mV 
 
 
 

Subject to technical changes. 

 
 
For connecting type K thermocouples and thermocouple 
elements. 
 
Compensating cables are made of permissible substitute 
materials. 
 
The substitute materials have the same thermoelectric properties 
as the corresponding thermocouple in the application 
temperature range permissible for compensation cables. 
 
Compensating cables are cheaper to manufacture than the 
corresponding thermocouple wire. 
 
They are used where larger distances between workpiece and 
display have to be bridged. 
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