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Technical data 
 

Graphical display LCD, 256 colors, 320 x 240 pixel, 
Indicated values and messages Setpoint value, Actual process value, Alert messages, Error messages 

(Settable as text messages in German / English / Russian or Code) 
Program profile, Program flow, Technical units, Parameters 
 

Program input via 15 buttons 
Number of programs / segments 50 / 7 + lead time 
Sensor inputs 3, free configurable- and scaleable 
Input variables Standard: Thermocouple type S, R, K, J, B, N 

Optional: 0...20/50mV, 0...5/10V, 0/4...20mA, Pt100 2-pole / 3-pole 
 

Measuring range depends on the used sensor 
Control mode P, PI, PD, PID or ON/OFF 
Output Standard: relay contact 4A/230V or logic 12V max. 20mA 

Optional: continuous 0/4...20mA 
 

Data storage 10 years 
Ambient temperature / humidity 0...60°C / 10...90% rH (relative humidity) 
Power supply / consumption 80…264VAC or 110…264VDC / approximately 7VA 
Connection 3 / 4 / 6 / 12 pole insert clamp, 2 x SUB D9 pin-and-socket connector 
Dimensions (W x H x D) / weight 96 x 96 x 205 (incl. Sub- D9 plug) mm / 0,7 kg 

  
  

 
 
 
 
 
 
 
 
 
 
 
 
 
 

Subject to be changed  

 
The new digital process controller DIGIT 700 is a market 
orientated program controller. 
 
The enhancements of our devices are based on consistent 
research whereas customer based considerations have highest 
significance. 
 
The DIGIT 700 can store up to 50 programs. 
 
Optionally an additional relay card is available with additional 
4 analog outputs.  
 
The DIGIT 700 offers 3 relays which are free configurable 
(control output, alarm, temperature contact, process status 
etc.). 
 
The DIGIT 700 can control 3 channels as standard. 
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