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Technical data 

 
Main components 
SiO2            ≥ 94 % 
SiO2+ Al(2) O(3)          > 96,0 % 
Na2O             ≤ 1,0 % 

 
 

Features 
Temperature resistance 1) 
              

continuous  1000°C / 1832°F 
short time 1600°C / 2912°F 

Melting point   ≥ 1600°C / ≥ 2912°C 
Density (fibres)    2.65 g/cm³ / 0.1 Lb/in³ 

- Resistant to most chemicals, with the exception of hydrofluoric acid, phosphoric acid and strong alkalis Excellent 
insulating properties 

- eudermic  
- No health hazard (thread diameter≥ 6 microns) 
- Due to the special manufacturing process of the fibres, all Hakotherm® -1200 products are weft-free  

 
1) When assessing temperature resistance, the influence of the medium used and the type of load are of decisive importance. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Subject to technical changes. 

Due to their chemical composition, Hakotherm® -1200 
products have excellent resistance to continuous temperatures 
of over 1000°C (1832°F).  
 
In addition, Hakotherm® -1200 materials are characterised by 
very good chemical resistance, excellent physical properties 
and high mechanical strength. 
 
Fibres with a diameter of > 6 microns are considered harmless 
to health according to the current state of knowledge in 
occupational medicine. 
 
Our Hakotherm® -1200 products are made from continuous 
filaments with a diameter of≥ 6 microns and therefore far 
exceed the critical diameter range of 3 microns. 
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