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Induction coil heater air-cooled Induction coil heater water-cooled    
Induction cable are ideal for 
balanced, non-moving parts such as 
e.g.: pipelines and vessels. 
Depending on the intended use, they 
are air-cooled or water-cooled. 
    
         
    
          

      
      
         

 
 
  

 
Technical data 

  

   

Cooling medium Air Water 

Connection Ring cable lug 
12mm 

High current plug 
(Option) 

Internally cooled 
Weldotherm®  High current plug 

(Plugs for systems of other manufacturers 
on request) 

max. Current 550A 400A 1500A 

max. Voltage 1000V 1000V 

max. Workpiece temperature 1200°C 1200°C 

max. Cabel temperature 450°C 200°C 

max. Water Pressure ----- 7 bar 

min. Water Flow ----- 5 Liter / Minute 

Conductor material Anodized Al wire  
with HF-stranding 

Individually insulated Cu wire  
with HF-stranding 

Mechanical protection Strain relief of the stranded wire  
with stainless steel braid Silicone - Kevlar - Hose 

Outside diameter 20 mm 24 mm 

Length 
(Other on request) 15 m 10 m 15 m 

Weight 8 kg 6 kg 10 kg 

Order - Number 102621 102620 102720 102721 

 
Subject to technical changes 
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