
 
 Product group: Stud welder 

Type: LBS 75 
Status: 04-2025 
Order no.:  500200  
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Technical data 
 

Welding capacitor capacitance 66,000 Fµ 
Charging voltage 60 - 200V, continuously adjustable 
Max. Welding diameter (mm) 8 
Welding time 1 - 3 mS 
Mains connection: 230 (115)VAC, 50/60Hz, Schuko plug DIN 49441 
Mains cable: 3m 
Mains fuse: 10A/250V (inertia) 
Dimensions (H x W x D): 260 x 195 x 400mm 
Weight without accessories: approx. 11kg 
Standard accessories 1 pc. Attachment with a diameter of 2mm  

1 pc. Welding gun / positioning gun with supply cable 
1 pc. Operating instructions  
 

 
 
  
 
  
 
  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Subject to technical changes.  

 
 
Portable stud welder with tip ignition. 
Robust, powder-coated metal housing.  
 
Compact and robust design. 
 
Infinitely adjustable charging voltage. 
 
Clear LED display of all functions. Low-loss charging of the 
capacitors. Very short charging times and therefore fast welding 
sequences. Very simple operation. Built-in cooling air fan. 

Applications: 
If, for example, annealing mats, preheaters or insulation 
cannot be fastened with tensioning tape, binding cord or 
holding magnets due to the workpiece geometry, quick 
fastening with a few insulating nails or bolts will help. 
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