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      The mineral wool wire mesh mat made from rock wool is 
      galvanised wire yarn stitched onto galvanised wire mesh. 
 
      It is ideally suited for almost all requirements in the 
      Operating technology. 
 
      Upper application limit temperature: 600 °C 
      Melting point > 1,000 °C 
      AS quality (chloride content ≤ 10 ppm) / hydrophobised 
           
             
             
              

Technical data 
 

Feature  
 

Unit  Parameters and measured values  Standards  

Areas of application  - - Insulation of pipework, tanks and equipment in operational systems and district 
heating systems. - 

Material  - - 
Rock wool with RAL quality mark of the Gütegemeinschaft Mineralwolle e.V., 
approved in accordance with the Hazardous Substances Ordinance, Chemicals 
Prohibition Ordinance and Regulation (EC) No. 1272/2008 Note Q. 

- 

Thermal conductivities  
t [°C] 50 100 150 200 300 400 500 600 EN 12667 

EN 12939 
ASTM 
C177 

N,P [W/(m-K)] 0,040 0,047 0,055 0,065 0,090 0,124 0,167 0,217 

Specific  
Heat capacity  cp [kJ/(kg-K)] ~ 1,03 EN ISO 

10456 
Length-related  
Flow resistance   r [kPa-s/m²] 30 (mineral wool) EN 29053 

Temperature behaviour  - - Upper application limit temperature: 600 °C according to EN 14303. 
Binder volatilisation begins at 150 °C. 

EN 14706 
AGI Q 132 

Fire behaviour  - - 

Non-combustible, Euroclass A1 according to Commission Decision (96/603/EC) and 
2000/605/EC. 
Melting point according to DIN 4102, part 17:  1000 °C. 
Approved for shipbuilding in accordance with EC type-examination certificate no. 
114378-04 and USCG-No.: 164.109/EC0736/114378-04 
FSI (Fire Spread Index) = 0 and SDI (Smoke Devlelopment Index)< 20 according to 
ASTM E84. 

EN 13501 
DIN 4102 
IMO 
ASTM E84 

Chemical behaviour  - - 
AS quality (chloride content ≤ 10 ppm). Free from corrosive substances. 
Low sulphide. Hydrophobic. 
Silicone-free: Free from emissions of paint wetting impairment substances. 

AGI Q 132 
VW PV 
3.10.7/3.2.1 

Water vapour 
Diffusion resistance   - ~ 1 (mineral wool) EN ISO 

10456 

Wire mesh  - - 

Mineral wool mats are quilted on one side with wire yarn on galvanised wire mesh. 
TECH Wired Mat MT 4.0 X: Wire mesh mat quilted with stainless steel wire. TECH 
Wired Mat MT 4.0 X-X: Wire mesh mat quilted with stainless steel wire and stainless 
steel wire mesh. 
TECH Wired Mat MT 4.0 / A: Wire mesh mat with aluminium lamination. 

- 

Insulation index  - - Insulation material for technical installations according to AGI Q 132. insulation 
material code number: 10.01.02.30.08. AGI Q 132 

Quality monitoring  - - CE-certified. 
Register number: 011-6V054 

EN 14303 
VDI 2055 

Designation key  - - MW-EN14303-T2-ST(+)600-WS1-CL10 EN 14303 
Miscellaneous  -  -  ISOVER is certified according to DIN EN ISO 9001 and DIN EN ISO 14001.  - 

 
Dimensions (unrolled) length x width x thickness: 5000 x 500 x 50 mm  
Density 100 kg/m³  

 
Subject to technical changes. 
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