
 
 

Product Group: Sensor 
Type: OS 450 
Revision: 04-2025 
Order No.: 102902 
http://www.weldotherm.com 

  
 

 
Technical data 
 

Number of channels 1 
Contact surface Material: flexible stainless steel band 

Width: 10mm 
Thickness: 0,05mm 

Measuring Range -50....+450°C 
Accuracy resting worpiece: +0 °C.... –5°C 

moving workpiece: +0 °C.... –10°C 
Sensor output NiCr-Ni, Typ K, IEC-584-3 (other on request) 
Housing Material: Aluminium 
Dimensions (H x W x L) 30 x 25 x 70 mm  
Connection cable Type: NiCr-Ni, Typ K, IEC-584-3 

Insulation: Fiberglass 
Coat: Stainless steel mesh 
Length: 1,5 m 

Plug Standard compensating Type K 
Weight ca. 250gr 

  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Reserve technical changes. 

 

 
 
With the surface sensor type OS450, the surface temperature 
of work pieces in the range of  -50 ° C to +450 ° C can be 
detected quickly and accurate. 
 
The sensor consists of a flexible stainless steel band with 
welded type K thermocouple and can therefore be used 
directly to controllers or recorders with Type K input. 
 
It is ideal for temperature measurement on rotating or linear 
moving workpiece. 
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