
         
 

Product group: Cables 
Type: Power cable, air-cooled 
Status: 04-2025 
Order no: see technical data 
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Technical data 
 

Order no.  Article Application 
102610 Air-cooled power cable 2 x 7.5 m  

Air-cooled inductors, Air-Flex system 102611 Air-cooled power cable 2 x 10 m 
102612 Air-cooled power cable 2 x 15 m 

 
 

Specifications 
Standard VDE 0250 T. 602 
Conductor material Cu, tinned 
Core insulation Rubber (EPR) 3GI3 
Jacket material Rubber (CR) 5GM3 
Flame resistance VDE 0482-332-1-2/IEC 60332-1-2 
UV resistance Yes 
Oil resistance Yes 
Ozone resistant Yes 
Max. permissible conductor temperature  90°C 
Permissible external cable temperature, in motion -20 - +80°C 
Nominal voltage Uo 1.8KV 
Nominal voltage 3KV 
Conductor shape  round 
Coat colour black 
Single wire 70mm², (4x) 
Plug-in system Standard system side High-current plug 800A, 1x blue, 1x grey 
Connection standard inductor side Aluminium high-current cable lugs 
Weights 7.5m: 26kg, 10m: 34kg, 15m: 50kg 

 
 
 
 
 
 
 

Subject to technical changes. 

Power cables are used to bridge the distance from the induction 
glow unit to the inductor (component) and are available in 
various lengths 
 
Power cables are made of special high-strength cable in 
accordance with VDE 0250 T. 602 (NSGAFÖU). 
 
Suitable for flexible use under harsh conditions in dry and damp 
environments.  
 
The cable is flame-retardant and largely oil-resistant.  
 
Up to 1KV, it is short-circuit and earth-fault proof.  
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