
         
 

Product group: Cables 
Type: Power cable, water-cooled 
Status: 04-2025 
Order no: see technical data 
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Technical data 
 

Order no.  Article Application 
102710 Water-cooled power cable 2 x 7.5 m VAI induction systems (water-cooled wound 

inductors, moulded and fixed inductors) 
 

102711 Water-cooled power cable 2 x 10 m 
102712 Water-cooled power cable 2 x 15 m 

 
 

Specifications 
HF stranded wire 
(inside) 

Stranded copper wire, 1400x 0.20mm 
 

Outer jacket Rubber electrical hose DN19, contact resistance R> 10 to the power of 9, EPDM 
Plug High-current plug 800A, (blue, grey) 
Clutch Brass coupling Weldotherm 
Coat colour blue 
Current carrying 
capacity 

800A (water-cooled) 

Water connection Quick-release fastener MIKA plug-in system, self-closing, optional: screw connection 
Temperature 
resistance 

-40°C to +90°C 

Dielectric strength 1000VAC 
Weight 7.5m: 18kg, 10m: 23kg, 15m: 36kg 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Subject to technical changes. 

 
 
Power cables are used to bridge the distance from the induction 
unit to the inductor (component) and are available in various 
lengths.  
 
Thanks to the internal water routing, there are no water nozzles 
that could interfere with the transition to the inductor.  
 
After inserting the inductor, the side facing the inductor is 
secured against loosening with a rotating movement 
(clockwise); there is also an additional locking pin on the 
system side that engages. 
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