
 
 
 
 

Product group:      Heating elements     
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Status:                                                                                      04-2025 
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http://www.weldotherm.com 

  
 

 
 
       
 Technical data 
 

 
Order 

No.  
Item Rating  

(kW) 
Voltage  

(V) 
Current  

(A) 
Dimensions 
(W x L mm) 

 

200900 Preheater with magnets long design 30V 0,9–1,05 30 30-35 100x500  
200901 Preheater with magnets long design 30V with bayonet sleeve 0,9–1,05 30 30-35 100x500  
200902 Preheater with magnets long design 30V with bayonet sleeve and 

thermocouple element 
0,9–1,05 30 30-35 100x500  

200903 Preheater with magnets long design 60V 1,8–2,1 60 30-35 100x900  
200904 Preheater with magnets long design 60V with bayonet sleeve 1,8–2,1 60 30-35 100x900  
200905 Preheater with magnets long design 60V with bayonet sleeve and 

thermocouple element 
1,8–2,1 60 30-35 100x900  

200906 Preheater with magnets lateral design 30V 0,9–1,05 30 30-35 100x500  
200907 Preheater with magnets lateral design 30V with bayonet sleeve 0,9–1,05 30 30-35 100x500  
200908 Preheater with magnets lateral design 30V with bayonet sleeve and 

thermocouple element 
0,9–1,05 30 30-35 100x500  

200909 Preheater with magnets lateral design 60V 1,8–2,1 60 30-35 100x900  
200910 Preheater with magnets lateral design 60V with bayonet sleeve 1,8–2,1 60 30-35 100x900  
200911 Preheater with magnets lateral design 60V with bayonet sleeve and 

thermocouple element 
1,8–2,1 60 30-35 100x900  

 

  
 
 
 

Subject to technical changes. 

 
Our magnetic preheaters are equipped with high-temperature-
resistant magnets! 
 
Design: Back insulation made of 1“ ceramic fiber insulation in 
Inconel wire mesh, back protection made of 
stainless steel, with magnetic clamps: 2 or 3 high temperature 
resistant special magnets; 
 
Application range: Circumferential tank welds, longitudinal 
tank welds, repair points. 
 
Application limit: 450°C material temperature. 
 
All preheater with magnets come with a "DINSE" plug-in 
system as standard. "CAMLOCK" plug-in system on request. 


