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 Technical data 
 

 

Order No.  Rating Voltage  Current  Ceramic beads (qty.) Dimensions, mm  
 kW V A Width Height Width Height  

200400 1,35 30 45 7 7 175 147  
200401 1,35 30 45 8 5 200 105  
200402 1,35 30 45 8 6 200 126  
200403 1,35 30 45 9 5 225 105  
200404 1,35 30 45 10 5 250 105  
200405 1,35 30 45 11 4 275 84  
200406 1,35 30 45 12 4 300 84  
200407 1,35 30 45 13 4 325 84  
200408 2,7 60 45 14 7 350 147  
200409 2,7 60 45 15 6 375 126  
200410 2,7 60 45 16 6 400 126  
200411 2,7 60 45 17 6 425 126  
200412 2,7 60 45 18 5 450 105  
200413 2,7 60 45 19 5 475 105  
200414 2,7 60 45 20 5 500 105  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Subject to be changed. 

 
Spreader mats are extremely robust and stable multipurpose 
heating elements.  
 
The high quality of the aluminium oxide ceramic (96%) used 
and the heating wire materials (NiCr 80/20) has been proven in 
years of use on the toughest job sites. 
 
The application limit is max. 1050°C.  
 
The application range includes circumferential welds, flange 
welds, connecting piece welds or area heating. 
 
All heating elements are offered standard-wise including 
„DINSE“ plugs. The „CAMLOCK“ system is available on 
request. 
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