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 Technical data  
  

Actual value display 7-segment display, 4-digit, red  
Setpoint display 7-segment display, 4-digit, 
Programme sequence display 4 x LED, green 
Display of technical units 3 x LED, green 
Display error messages Display code 
Programme input/operation 5 buttons on the front panel  
Number of programmes 6, with function for linking 
Number of sections per programme Lead time (hh:mm), Range: 00:00(Off) - 80:00 

1st ramp/gradient (K/h), Range: 1 - 999, Skip 
1. target setpoint (°C), Range: 0 - 1200  
Holding time (hh:mm), Range: 00:00(Off) - 80:00 
2nd ramp/gradient (K/h), Range: 1 - 999, Skip 
2. target setpoint (°C), Range: 0 - 1200 

Number of control channels 1 
Input variables Thermocouple type K (NiCr-Ni) 
Control range -45....1200°C 
Accuracy ±0,5% 
Control type PID 
Output Relay contact (NO contact), 230V / 0.5A 
Interference immunity IEC 801 IV 
Approval / protection class CE / IP43 
Mains voltage 90 – 264 V AC/DC, 2VA 
Dimensions (W x H x D) 70 x 130 x 60mm (70mm with plug-in terminal) 
Weight 0,210kg 

   
 
 
 
 
 
 
 
 
 
 

Subject to technical changes. 

The TC 80 programme controller is the logical further 
development of the TC 60.  
In contrast to the TC 60, the TC 80 has two displays for the 
simultaneous display of actual and setpoint values. 
It is compatible with the TC 60 in terms of both installation 
dimensions and electrical connection. 
 
The 1-channel programme controller TC80 can save six different 
programme profiles.  
Each programme consists of a lead time, a first gradient, a hold 
time and a second gradient. 
 
The programmes can be linked together. 
 
Programme steps that are not required can be skipped. 
 
LEDs indicate the programme sequence schematically.  
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