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Technical Data 
 

Charge Current 90...264VAC / 47...63Hz 
Battery operating voltage 12VDC 
Battery capacity 3.0Ah 
Automatic actuation approximately 3 seconds 
Charge time of welding capacitor approximately 5 seconds 
Charge condition display by 3 built-in illuminated diodes 
Max. penetration depth <0,2mm (normal surface) 
Max. heat penetration depth <0,3mm (normal surface) 
Max. delivered energy with thermocouple wire Ø 0.5mm: 15.125W/s 

with thermocouple wire Ø 0.7mm: 21.125W/s 
with thermocouple wire Ø 1.0mm: 28.125W/s 

Dimensions (H x W x D) 80 x 180 x 180mm 
Weight approximately 3.2kg without case / 7. kg with case 
Standard Accessories Hard- top case with shoulder strap 

Pliers  
Pole magnet 

 
 
 
   
 
 
 
 
 
 
 
   
 

 
Subject to be change. 

 

Designed for quick and secure attachment of thermocouple 
wires with diameters of  
0,5mm and 0.7mm and 1mm diameter. 
 
Precise measuring results through by firm connexion between 
workpiece and thermocouple wire.  
 
Single handed operation through automatic actuation 3 
seconds after connexion of the thermocouple wire to the 
workpiece.  
 
Built-in charging limitation. 
Built-in deep discharge protection. 
 
Visual control of operating condition through illuminated 
diodes.  
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