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Technical data 
 
Suitable wire cross-sections from 0,2 to 1,0 mm 
Suitable metal foils from 0,05 to 0,1 mm 
max. penetration depth 0.0 mm for resistance pressure welding 

0.2 mm with tip ignition 
max. heat penetration depth 0.1 mm for resistance pressure welding 

0.3 mm for tip ignition 
Triggering > 4N 
Charging time capacitor 3 seconds 
Charge level indicator built-in LED 
Automatic switch-off After approx. 5 minutes 
Charging voltage 90…264VAC, 50/60Hz 
Operating voltage accumulator 12VDC 
Accumulator capacity 3,6AH 
Dimensions (H x W x D 180 x 180 x 80 mm 
Weight 3,5kg 
Scope of delivery Pole magnet 

Handle with hard copper tip 
Robust hard case 
Carrying strap 

  
Suplementary technical information: Welding energy 

Rotary switch position Voltage (VDC) Power (J) 
1 21,20 2,25 

2 25,50 3,25 

3 29,50 4,35 

4 33,50 5,61 

5 37,50 7,03 

6 40,50 8,20 

7 45,50 10,35 

8 53,90 14.53 

9 57,50 16,53 

10 61,50 18,91 

11 66,50 22,11 

12 72,00 25,92 
 

  
 

Subject to technical changes. 

Suitable for fast, safe and gentle fastening of thermocouple 
wires. 
 
Precise measuring results due to firm connection between 
workpiece and thermocouple wire. 
 
Suitable for welding thermocouple wires together. 
  
One-hand operation. 
 
Triggered by pressure switch in the handle. 
 
Built-in charge limitation and deep discharge protection. 
 
Operating status indication by built-in LED. 
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