
  

 

Product group: Thermocouple wire 
Type: NiCr-Ni (K) 
Status: 04-2025 
Order no: see technical data 
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Technical data 
 

Order no.  Article 
600700 Thermocouple wire, glass fibre insulated, NiCr-Ni, 2 x 0.5 mm, bale = 100 m 
600701 Thermocouple wire, glass fibre insulated, NiCr-Ni, 2 x 0.71 mm, bale = 100 m 
600702 Thermocouple wire, glass fibre insulated, NiCr-Ni, 2 x 1.0 mm, bale = 100 m 
600703 Thermocouple wire, glass fibre insulated, painted, NiCr-Ni, 2 x 0.5 mm, bale = 100 m 

 
 
 

Specifications  
Single core material positive leg NiCr 
Single core material negative leg Ni 
Permanent area of application 0°C .... +1100°C 
Short-term use -180°C .... +1300°C 
Insulation material S2 glass fibre, sizing 
Insulation colour Positive leg: green 

Negative leg: white 
Insulation Melting point > 900°C 
Standard DIN EN 60584-1 (2014-07) 

 
 
 
 
 
 
 
 
 
 
 
 

Subject to technical changes. 

 
Thermocouples are an inexpensive alternative to sheathed 
thermocouples for many applications. 
 
Due to the small cross-section and the high flexibility of the 
wire and insulation, practically any measuring point can be 
reached.  
 
Thermowires welded to the component react without 
distortion to temperature changes in the component. 
 
We offer Ø 0.5mm, 0.711mm and 1.0mm thermocouple wires 
of the highest quality. 
 
Specifically for inductive applications, we also offer a 
lacquered thermocouple wire with a diameter of 0.5mm. The 
lacquered fiberglass insulation adheres to the wire, thus 
ensuring reliable shielding and preventing measurement 
errors. 
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