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Technical data 
 

Order No. Item Application 
150100 Double cable, 2x16mm²; 130A, length 25m Heat treatment unit 45-12, 70-12 
150101 Double cable, 2x25mm²; 160A, length 25m Heat treatment unit 45-6, 82-12, 100-12 
150102 Double cable, 2x35mm²; 225A, length 25m Heat treatment unit 70-6, 130-12 
150103 Double cable, 2x50mm²; 285A, length 25m Heat treatment unit 82-6 
150104 Double cable, 2x70mm²; 350A, length 25m Heat treatment unit 100-6 
Note: The current carrying capacity of each cable is specified at 100% duty cycle. The current carrying capacity increases 
during intermittent operation (duration of 10 minutes). 

 
 
  

Specification 
Standard DIN EN 50525-2-81 (VDE 0285-525-2-81) 
Coductor material Cu, blank 
Sheat material Rubber-(CR) EM5 
Flame resitance VDE 0482-332-1-2/IEC 60332-1-2 
Oil resitance EN 60811-404 
Max. permissible conductor temperature 85°C 
Permissible external cable temperature, in motion -20 - +85°C 
Nominal voltage Uo 100V 
Nominal voltage 100V 
Conductor shape round 
Sheat color black 

 
 
 
 
 
 
 
 
 
 
 
 
 

Subject to technical changes. 

 
 
Twin cables serve as connecting cables between the heat 
treatment unit and the parallel distribution cables.  
 
They consist of two parallel cables (standard length 25 m, other 
lengths upon request) held together with double hose clamps. 
They are available with either a Dinse or Camlock connector 
system. 
 
Twin cables are made of high-strength special cable according 
to DIN EN 50525-2-81 (H01 N2-D). 
Suitable for flexible use under harsh conditions, in dry and 
humid environments. The cable retains its high flexibility even 
when exposed to light, ozone, oxygen, inert gas, or oil, and is 
also resistant to cold, heat, and fire. 
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